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Notes: 
 
At the meeting we had one new 
members join the club, Eric 
Boddwin and two guests Tony 
and Virgil. 

As of January 15
th

 our old 

website has expired.  The new 

website is 

http://louisvillewoodturners.com 

The club has some end grain 

sealer available and it is 15$ per 

gallon. 

The Christmas party for next 

year is set for December 14
th

. 

Upcoming: 

In February the meeting will be 

by Robin Costelle on the third 

Saturday the 17th.  He will be 

doing a two-piece hollow form. 

The demonstration starts at 9 am 

until 2:30.  There will be a pizza 

lunch.  There will be a cost of 

10$ for members and 15 for 

nonmembers. 

In March we will have a 

demonstration on vanishing 

wood by Robert Hendrickson. 

Show and Tell: 

 

  

A lamp made from elm, two 

spheres and a footed dish by 

Dan Greco. 

 

 

A  cast hollow vessel with a 

finial and a cast resin piece by 

Marvin Ewing. 

 

 
A hackberry natural edge bowl 

and cup by Dennis Hartman. 
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A resin and tinsel, a resin and 

pencil and a red casting with 

wood by Rob Roby. 

 

 
Face plates and live centers 

made by Robert Hendrickson. 

Robert Hendrickson 

 

 
An Oreo box and Wedgie sled 

by Al Schroder. 

 

 
A piece made from a cotton- 

wood burl by Bob Faletti. 

 

Demonstration: 

Our January 11
th

 Jerry  

Robertson did a demonstration 

on cast acrylic bowls. 

 
 

Jerry goes through a lot of resin 

for casting.  He has found a four 

gallon kit on Ebay for 165$. 

 

 
 

To do casting with no cloudiness 

or air or bubbles you need a 

pressure pot.  The pressure 

squeezes out the bubbles  

 

A Harbor freight paint pot 

modified with a cap for the end, 

a valve and a cut off works well. 

 

 
 

To color the resin you want to 

use a medium that is not water 

based.  You can get Alumalite 

dyes or Pearlex and Transtint 

dyes at Hobby Lobby. 

 

 
 

Jerry uses one drop of dye per 

quart of resin. 

 

You want to use your resin 

while it is warmer.  It will make 

it thinner.  This makes it pour 

and mix more easily and helps 

when filling any voids. 

 

You have a limited time to work 

with resins.  The type Jerry uses 

has a twenty minute mix to set 

time. 

 

Mix a quart of clear and 

hardener in separate plastic 

cups.  Add the color you want to 

each cup and mix it in well. 

 

When the two parts are 

combined they create heat that 

helps it to cure. 

 

Pour the epoxy from both cups 

into your mold so you get a 

swirl pattern. 

 

A good thing for molds is plastic 

jugs, Chinese soup bowls and 



HDPE plastic bowls.  The resin 

will not stick to HDPE. 

 

 
 

Jerry adds a wood plug to the 

top with a face plate attached. 

Take this to the sides of the 

mold to hold it in place.  

 

 
 

Place the resin and mold in the 

pressure pot and bring it up to 

fifty five pounds of pressure.   

Leave it over night in the pot. 

Once the blank is cured you can 

use the face plate to mount it to 

the lathe. 

 

 Be sure and tighten the face 

plate screws! 

 

Jerry does not use a glove when 

turning but be aware the cut 

resin is hot. 

 

 
 

You can use a carbide cutter for 

a good finish.  You can also use 

a bowl gouge, scraper or skew 

chisel. 

 

Create a recess in the bottom for 

the chuck jaws. 

 

 
 

This will be filled with a piece 

of wood once the bowl is 

finished. 

 

When turning resin it cuts better 

at higher speeds. 

 

For the pencils he uses in the 

blank Jerry bought these at 

Target during a back to school 

sale.  They were priced 10$ per 

box.  He bought four cases.  It 

takes four boxes per bowl.  You 

want them oriented randomly in 

the blank. 

 

Reverse chuck the blank and 

true up the face and rim with a 

bowl gouge. 

 

 
 

Turn some space around the 

wood insert and remove the face 

plate.  Of course for a demo the 

plug would not cooperate and 

Jerry had to work farther into the 

bowl to get it to come free. 

 

The wood plug would be used to 

fill the recess. 

 

The tail stock was brought up to 

hold the face plate steady. 

 

Hollow the bowl leaving the 

center.  Jerry used a carbide tool 

for this.  Use a higher speed and 

a slow cut but try and avoid 

heat.  This can leave white spots 

or a gummy surface. 

 

 
 



Alcohol will remove any spots. 

 

True up the outside with a sheer 

scrape. 

 

Create a tennon on the waste 

wood for chucking later.  Part 

the plug off. 

 

 
 

Use a scraper to smooth the 

inside. 

 

 
 

Remove the nub in the bottom. 

 

Before finishing clean the blank 

with denatured alcohol and a 

paper towel. 

 

 
 

Finishing: 

 

For a finish Jerry applies 10 to 

20 coats of CA.  The first coat is 

applied over activator.  Use 

gloves when applying. 

 

Fold the paper towel twice and 

cut it into one inch pads.  Use 

blue shop towels so you get no 

fuzz left behind. 

 

Apply super thin CA in one 

swipe in one direction. 

 

 
 

Sand the CA with micromesh up 

to 240..  Finish with Yorshire 

Grit.   This equals 12,000 grit. 

 

Measure the tennon and size the 

wood plugs diameter to fit. 

 

Measure the depth of the recess 

 
 

Add some decoration and finish. 

 

 
 

Part off the plug and glue it in 

the recess. 

 

Thanks Jerry! 

 

A reminder: 

 

In February the meeting will be 

by Robin Costelle on the third 

Saturday the 17th. The 

demonstration starts at 9 am 

until 2:30.  There will be a pizza 

lunch.  There will be a cost of 

10$ for members and 15 for 

nonmembers. 

 

If there is anything you want to 

see in the newsletter, please let 

me know. 

 

Kevin Lucas 

kwdl0401@gmail.com 

mailto:kwdl0401@gmail.com


(502)299-7585 

 

 


