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Notes: 
 
At the meeting we had four new 
members join the club.  Renee 
Harlow, Gary Mills, Dan Shaw 
and Laurie Adams. 

Upcoming: 

The date for the May thread 

chasing demonstration by Mike 

Lyons will be on Saturday May 

12
th. 

  It will start at 9:30 am.  

There will also be a session on 

sharpening. 

June 23
rd

 there will be a 

demonstration on coloring at 

Robin Costelle’s shop. 

There will be no meeting in July 

due to school maintenance. 

On August 9
th

 Marvin Ewing 

will be making a sliding ring 

turning. 

We are working on scheduling 

John Keaton in October for an 

offset platter demonstration. 

Show and Tell: 

 

Two hollow forms with 

aluminum finials by Jerry 

Robertson. 

 

 
 

A platter with a wood edge and 

three bottle stoppers by Sharon 

Bohannon. 

 

 
 

 
 

A hollow walnut Christmas 

ornament by Dan Greco. 

 

 
 

A mosaic platter, an epoxy and 

wood disc, a Partridge wood 

platter and a striped Cocobar 

platter by Marvin Ewing. 
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A mahogany and birds eye 

maple laminate platter and a 

sepele platter by Jack Parsons 

 
 

 
 

Ambrosia maple miniatures by 

Greg Bray. 

 

 
 

Two offset platters by Robert 

Hendrickson. 

 

 

Accent paste hollow forms with 

finial. A green and a red hollow 

form and boxes by Ron Thomas. 

 

 
 

Demonstration: 

On April 12
th

 Bob Faletti would 

be demonstrating turning a 

platter.  The platter would be 

dual purpose with one side for 

serving and the other for a 

cutting board. 

 

Some good books for inspiration 

are Wood Turning Design by 

Derek Hayes, Wood Turning 

Projects by Mark Baker and the 

American Association of 

Woodturners magazine. 

Bob was inspired by a serving 

platter he saw on the Good Eats 

television program  

The tools you will need are a 

face plate, a bowl gouge, a 



spindle gouge, a flat scraper a 

face shield and a respirator. 

A Longworth chuck is optional. 

 

Bob would start with a blank 

already mounted to the face 

plate.  This had been turned 

round before hand. 

True up the outside edge with 

the bowl gouge. 

 

Flatten the back and form your 

tennon. 

 

 

To make sure you have a good 

seat for the tennon use a spindle 

gouge to be sure where the 

tennon meets the back is clean 

and defined.  Add a flat for the 

chuck jaws to seat against. 

 

Check the flatness of the bottom.  

This side will be the cutting 

board. 

Sand the base. 

Remove the faceplate. 

 

When you can use the biggest 

set of chuck jaws you have.  The 

tennon was fitted for his 100mm 

jaw set. 

Reverse the blank into the chuck 

and tighten it a little.  Bring up 

the tail stock to help it seat 

against the jaws and finish 

tightening the chuck. 

The hole in the top of the blank 

was put there to fit over Bob’s 

vacuum chuck adapter. 

 

The inside has a lot of wood to 

remove.  This is good for 

practice cuts, beads etc… 

Hollow the inside with the bowl 

gouge. 

 

Determine how wide you want 

the platter portion and mark it 

with a pencil. 

 

 
 



If you want an aggressive cut to 

hollow faster you can use a 

round nosed scraper.  You need 

the tool rest set above center for 

this. 

 

The good thing about a scraper 

is that it can cut in both 

directions. 

 

Measure the depth.  Bob wanted 

¾ to an inch left to allow the 

cutting board to be thicker. 

 

Sand and finish the inside. 

 

Bob had a second blank 

prepared and it was mounted to 

a Longworth chuck so he could 

finish the base. 

 

 
 

You do not need one of these 

you can use a jam chuck or a 

vacuum chuck. 

 

When mounting the clank to the 

chuck hold it in place and rotate 

the slides until the rubber feet 

contact the blank.  Alternate the 

tightening of the bolts like a tire.   

 

Do not over tighten. The feet 

compress to hold it in place. 

Bring the tail stock up for 

support. 

 

Use some sand paper to remove 

the sharp corner at the rim. 

 

All of your cuts will be towards 

the head stock. 

 

 
 

Nibble away at the tennon to 

remove most of the material. 

 

 
 

Use a spindle gouge to finish 

removing the last bit of the 

tennon. 

 

 

Check the surface for flatness. 

 

Use a flat scraper to help level 

the surface. 

 

Sand and finish the piece with 

mineral oil. 

 

A quick and easy finish for 

something that is decorative is 

by using the Beal buffing system. 

 

 
 

Using the pads and compounds 

you can get a nice finish. 

 

Use the Triple E first.  Change 

pads and use the white diamond.  

Finally use the last pad and 

Carnuba wax. 

 

 
 

Thanks Bob! 

 

A reminder: 



The date for the May thread 

chasing demonstration by Mike 

Lyons will be on Saturday May 

12
th. 

  It will start at 9:30 am.  

There will also be a session on 

sharpening. 

If there is anything you want to 

see in the newsletter, please let 

me know. 

Kevin Lucas 

kwdl0401@gmail.com 

(502)299-7585 
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